US Army Corps of Engineers Safety and Health Requirements Manual

LIGHTING
07.A GENERAL
07.A.01 While work is in progress, offices, facilities, accessways, working areas,
construction roads, etc., shall be lighted by at least the minimum light intensities
specified in Table 7-1.
07.A.02 Means of egress.
a. Means of egress shall be illuminated, with emergency and non-emergency
lighting, to provide a minimum of 11 lux (Ix) (1 footcandle (Im/ft?)), measured at the
floor. > Reference NFPA 101
b. The illumination shall be arranged so that the failure of any single lighting unit,

including the burning out of an electric bulb, will not leave any area in total
darkness.

Table 7-1: Minimum Lighting Requirements
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TABLE 7-1

MINIMUM LIGHTING REQUIREMENTS

Eaditror functien {ipihends x e (/1)
ACCESSWaYE
- general indoor 35 (5)
- general outdoor 33 (3)
- exitways, walkways, ladders, stairs 110 (10)
Administralive areas (offices, drafling 540 (50)
and meeting rooms, ele.)
Chemical laboratones 540 (50)
Construction areas
- general indoor 351(5)
- general outdoor 33(3)
= lunnels and general underground 29 (9)
work areas (minimum 110 lux
required at tunnel and shaft heading
during drilling, mucking, and scaling)
Conveyor routes 110 (10)
Docks and loading platforms 33 (3)
Elevators, freight and passenger 215 (20)
Firsl aid stations and infirmaries 325 (30)
Maintenance/operating arcas/shops
- yvehicle maintenance shop 325 (30)
- carpentry shop 110 (10)
- outdoors field mantenance area 55 (5)
- refueling area, ouldoors 55 (5)
- shops, fine detail work 540 (50)
- shops, medium delail work 325 (30)
- welding shop 325 (30)
Mechanicalielectrical equipment rooms | 110 (10)
Parking areas 33 (3)
Toslets, wash, and dressing reoms 110 (10)
Visdor arcas 215 (20)
Warchouses and storage rooms/areas
- indoor stockroom, active/bulk storage 110 (10)
- indoor stockroom, inactive 55 (S)
- indoor rack slorage 270 (29)
- puldoor storage 33 (3)

Work arcas - general (not listed abowve)

325 (30)




